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K ND-552454-MG-101-X-X/

The ROTO-CAB series brings together Nor-
dic’s high level of quality and unprecedented
ease of use.

The easy to open ROTO-CAB hinge-less lid
is unigue in the industry. Two pivot pins on
the sides of the cabinet give the ROTO-CAB
its rotational feature for easy opening and
closing. The lower center of gravity reduces
the force necessary to open it. The open lid
exposes a wide access area from the top,
front, and sides when working on electrical
apparatuses attached to the mounting plate.

Sectionalizing cabinets are buried at differ-
ent depths depending on customer prefer-
ence or site requirements. The ROTO-
CAB’s convex shaped base with the step
design helps to prevent sidewall deflection
caused by ground pressures.

The functional P-107 stainless steel locking
system includes a stainless steel bit and
latch with a captive 1/2” silicon bronze
penta-head bolt. The P-107 can accept up
to a @3/8” shank padlock.

\

/ND Three Phase ROTO-CAB\

Features:

Benefits:

Increased Operating Ease

*

Quick Installation

*

Sectionalizing Cabinets

Rust free fiberglass construction and stainless
steel hardware.

P-107 stainless steel locking system with a silicon
bronze penta-head bolt provides double locking.
Standard MP-101 mounting plates accommodate 15-
25-35 kV 200A or 600A junctions, (except for Cooper 35
kV 200A/600A junctions), (200A Taps are not recom-
mended). Available in above or below parking

The optional PA/PB 58 mounting system allows for
stand-offs or feed throughs to be installed on the park-
ing stands either above or below.

Convex base shape and steps help prevent sidewall
deflection when installed.

Open lid allows complete access from the top, front or
sides of the cabinet.

Meets ANSI C57.12.28 Pad-Mounted Enclosure Integ-
rity Standard.

Pulling elbows with a hot stick is made easier with the
adjustable 12°-20° mounting bracket.

Rotational lid pivots on pins creating a lower center of
gravity that reduces the force required to open the cabi-
net.

The lid can be removed if desired. All that is required is
the removal of four nuts on the inside of the cabinet and
the lid comes off.

Cam or prop arms are not required to keep the lid open
because weight of the lid holds itself open in windy con-
ditions.

The wide open lid allows cable pulling equipment
to be used inside of the cabinet with no interfer-
ence.

Hot-stick operators have open access to elbows with no
lid interference from the top, front, or sides.

One-piece design for quick installation, no bolting to
ground sleeve. The ground sleeve is part of the cabi-
net.

The cabinet’s four eyebolts allow the lineperson to
simply hook-up the cabinet, position it over the cables,
and place it in the excavated area.
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Material Specifications:

ND-5524 series three phase Roto-Cabinets are produced of fire retardant resin and a combination of chopped glass spray-up and hand-lay up using woven roving glass reinforcement.
The exterior is covered with gel-coat, which contains UV stabilizer for superior weather-ability.

All hardware is stainless steel.
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Roto-Cab A B C D E F G Units per
Sectionalizing Cabinets Top Width Cabinet Height Top/Operating Base Width Base Depth Max. Angle pallet
Depth Burial Depth
ND-552436-MG-101-X-X 55" 36" 235" 725" 415" 12" 15° 3
ND-552442-MG-101-X-X 55" 42" 23.5" 76.5" 45.5" 18" 15° 3
ND-2552442-MG-101-X-X (2 Piece unit w/GS) 55 42" 23.5 75" 43.5” 18" 15° 3
ND-552454-MG-101-X-X 55" 54" 23.5” 81.5” 51" 30" 15° 2
ND-552436-MG-PA58-X-X 55" 36" 215" 72.5" 415 12" 12°-20° 3
ND-552442-MG-PA58-X-X 55" 42" 215" 75.6” 45.5" 18" 12°-20° 3
ND-2552442-MG-PA58-X-X (2 Piece unit w/GS) 55" 42" 215" 75" 435" 18" 12°-20° 3
ND-552454-MG-PA58-X-X 55" 42" 215" 81.5" 51" 30" 12°-20° 2
Example: ND-2552454-MG-101-4152-B3A-Suffix
u u u u
u u u u
ND=Nordic Design P um u u u Special Suffix
u u u (Customized Products)
u u H
Prefix Top Top Cabinet - - Bus gASI-Cbablnket Anflhorgg/”s}_'e_mh
Width | Depth | Height . . (Angle brackets allow 36" Hig
- - cabinet to mount to a cement
Blank- 36" " " pad)
One Piece = - -
TWOZI;iece 55 24 ) ) Copper Ground Systems
54" = = X = No ground system
: : B3A = 3/8" solid conductor
- - W3A = #2 Bare strand wire
MG = Munsell Green - -
WG = Willow Green [ ™ - -
DT = Desert Tan SEEEEEEREESR - X = No load or dead break junctions
Special colors upon request . Interfaces | | Kilo-Volts Amperage
2=2pt. | 15 = 15kV 2 =200 Amp
- Bummm|3_3p, 25 = 25KV [T] 6 = 600 Amp
101 = MP-;Ol Below Parking 4=4pt 35 = 35kV
S101 = Stainless Steel /
PA58 = Above Parking ;
PBS8 = Below Parking Our PH-1 Penta-Head Wrench can be
658 = 600 Amp below parking Y/ used for the RC Series cabinets
Fabricators of Quality Fiberglass Products for the Electric Utility Industry
21415 US Highway 75 NW - P.O. Box 27 - Warren - Minnesota - 56762
(218) 745-5095 - Fax (218) 745-4990 - sales@nordicfiberglass.com
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