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ND Single Phase
ROTO-CAB
Sectionalizing Cabinet
ND-322864-MG-PA38-X-X

Features:

*  Rust free fiberglass construction and stainless
steel hardware.

*  P-107 stainless steel locking system with a
silicon bronze penta-head bolt provides double
locking.

*  PA/PB 38 mounting plate accommodates a
single 15-25-35 kV 200A or 600A junction,
(accommodates 200A taps), including Cooper
35 kV 200A/600A junctions. Available in above
or below parking

*  The aluminum sliding rail on the PA-38 or PB-
38 allows for stand-offs or feed throughs to be
installed on the parking stands either above or
below.

*  Convex base shape and steps help prevent
sidewall deflection when installed.

*  Open lid allows complete access from the top,
front or sides of the cabinet.

*  Meets ANSI C57.12.28 Pad-Mounted Enclo-
sure Integrity Standard.

Benefits:

Increased Operating Ease

*  Pulling elbows with a hot stick is made easier
with the adjustable 12°-20° mounting bracket
found on the PA or PB-38 mounting plates.

*  Rotational lid pivots on pins creating a lower
center of gravity that reduces the force re-
quired to open the cabinet.

*  The lid can be removed if desired. All that is
required is the removal of four nuts on the in-
side of the cabinet and the lid comes off.

*  The wide open lid allows cable pulling equip-
ment to be used inside of the cabinet with no
interference.

*  Hot-stick operators have open access to el-
bows with no lid interference from the top,
front, or sides.

Quick Installation

*  The cabinet's four eyebolts allow the lineper-
son to simply hook-up the cabinet, position it
over the cables, and place it in the excavated
area.
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64"

Suggested Burial Depth 18"

Expansive opening allows for
easy equipment accessibility

Contact
Nordic about
bracket
adaptability
for a variety
of interrupter
switches
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ND-403264-MG-ALA-X-X

Features:

Versatile cabinet for enclosing a variety of
electrical equipment

Primarily designed for housing interrupter
switches in either single (vertical or horizontal)
or three phase vertical mount applications.
Optional 18” extension available

Rust free fiberglass construction

Aluminum bracket assembly accommodates
most Elastimold ® MVI Molded Vacuum Fault
Interrupter switches and other manufacturers
Large access lid allows easy viewing of open
or closed status window of the switch

Convex base shape and steps help prevent
sidewall deflection when installed.

Open lid allows complete access from the top,
front or sides of the cabinet.

Wind stop bolt built in

Meets ANSI C57.12.28 Pad-Mounted Enclo-
sure Integrity Standard.

Benefits:

Increased Operating Ease

Rotational lid pivots on pins creating a lower
center of gravity that reduces the force re-
quired to open the cabinet.

The lid can be removed if desired. All that is
required is the removal of four nuts on the in-
side of the cabinet and the lid comes off.
Wind stop bolt near the lid can be manually
unscrewed to prevent lid from closing in windy
conditions

The wide open lid allows cable pulling equip-
ment to be used inside of the cabinet with no
interference.

Hot-stick operators have open access to el-
bows with no lid interference from the top,
front, or sides.

Quick Installation

One-piece design for quick installation.
Optional 18” ground sleeve can be bolted on
for extra height.

The cabinet’s four eyebolts allow the lineper-
son to simply hook-up the cabinet, position it
over the cables, and place it in the excavated

area.

Note: ALA (Aluminum Angle)
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